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that is available to me and that I can
afford.”

[70 FR 10817, Mar. 4, 2005]

Subpart C—Pre-Transport
Requirements

§262.30 Packaging.

Before transporting hazardous waste
or offering hazardous waste for trans-
portation off-site, a generator must
package the waste in accordance with
the applicable Department of Transpor-
tation regulations on packaging under
49 CFR parts 173, 178, and 179.

§262.31 Labeling.

Before transporting or offering haz-
ardous waste for transportation off-
site, a generator must label each pack-
age in accordance with the applicable
Department of Transportation regula-
tions on hazardous materials under 49
CFR part 172.

§262.32 Marking.

(a) Before transporting or offering
hazardous waste for transportation off-
site, a generator must mark each pack-
age of hazardous waste in accordance
with the applicable Department of
Transportation regulations on haz-
ardous materials under 49 CFR part 172;

(b) Before transporting hazardous
waste or offering hazardous waste for
transportation off-site, a generator
must mark each container of 119 gal-
lons or less used in such transportation
with the following words and informa-
tion in accordance with the require-
ments of 49 CFR 172.304:

HAZARDOUS WASTE—Federal Law Pro-
hibits Improper Disposal. If found, contact
the nearest police or public safety authority
or the U.S. Environmental Protection Agen-
cy.

Generator’s Name and Address .
Generator’s EPA Identification Number

Manifest 'fra.cking Number .

[45 FR 33142, May 19, 1980, as amended at 70
FR 10817, Mar. 4, 2005]

§262.33 Placarding.

Before transporting hazardous waste
or offering hazardous waste for trans-
portation off-site, a generator must
placard or offer the initial transporter

§262.34

the appropriate placards according to
Department of Transportation regula-
tions for hazardous materials under 49
CFR part 172, subpart F.

[70 FR 35037, June 16, 2005]

§262.34 Accumulation time.

(a) Except as provided in paragraphs
(d), (e), and (f) of this section, a gener-
ator may accumulate hazardous waste
on-site for 90 days or less without a
permit or without having interim sta-
tus, provided that:

(1) The waste is placed:

(i) In containers and the generator
complies with the applicable require-
ments of subparts I, AA, BB, and CC of
40 CFR part 265; and/or

(ii) In tanks and the generator com-
plies with the applicable requirements
of subparts J, AA, BB, and CC of 40
CFR part 265 except §§265.197(c) and
265.200; and/or

(iii) On drip pads and the generator
complies with subpart W of 40 CFR part
265 and maintains the following records
at the facility:

(A) A description of procedures that
will be followed to ensure that all
wastes are removed from the drip pad
and associated collection system at
least once every 90 days; and

(B) Documentation of each waste re-
moval, including the quantity of waste
removed from the drip pad and the
sump or collection system and the date
and time of removal; and/or

(iv) In containment buildings and the
generator complies with subpart DD of
40 CFR part 265, has placed its profes-
sional engineer certification that the
building complies with the design
standards specified in 40 CFR 265.1101
in the facility’s operating record no
later than 60 days after the date of ini-
tial operation of the unit. After Feb-
ruary 18, 1993, PE certification will be
required prior to operation of the unit.
The owner or operator shall maintain
the following records at the facility:

(A) A written description of proce-
dures to ensure that each waste volume
remains in the unit for no more than 90
days, a written description of the waste
generation and management practices
for the facility showing that they are
consistent with respecting the 90 day
limit, and documentation that the pro-
cedures are complied with; or
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